400

@73 h9

Bushing Tolerance

@73 +0.2/+0.3
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dimensions are subject to change.
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CABLE LENGHT
PART CODE CABLE TERMINATION
FT m
969-0211 16.4 5 ECP
INPUT + RED E Ad 06/04/17 M.B.  Agg. albero fdm 93-17
D A3 24/02/16 M.B. Aggiornamento fdm 39-16
INPUT - BLACK C A2 20/06/13 M.B.  |Aggiornamento int. G@ A2
B A1 25/03/13 M.B. IAggiornamento protettivi
OUTPUT + GREEN A A0 28/09/10 M.B.  [Emissione disegno SCALE 1/1
REV. MOD.N. DATE SIGNATURE DESCRIPTION
OUTPUT - WHITE “DRAWN *CHECKED *APPROVED UNSPECIFIED TOLLERANCES
DATE 28/09/2010 28/09/2010 28/09/2010 i
SPECIFICATIONS STATIC MOBILE SoWUE|  M.BRESCIANI A ZENNARO M.GILLI 0.5
WEIGHT [kg] ROUGHNESS
RATED LOAD (LBS) 24803 | 16535 OO SENERALE T s e o o -
RATED LOAD (Kg) 11250 7500 16025 Poggio Rusco (VI DESCRIPTION VMOBILE Load Cell DG12954/73-BE Co8m + ECP
RATED OUTPUT (mV/V) 1.74 1.16 Tgfif+“§gn0d3a8d602g1534 SODE REV.
Fax ++30 0386.51523 969-0211 A4 TAPPROVED &Y DINAMICA GENERALE.
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